{>Barlinek

WOODEN FLOORS

DECLARATION OF PERFORMANCE

No. BUA 3W 01/12/2017

1. Unique product identification code:
BJ8
2. Intended use or uses:

The three-layer floorboards are designed for installation in inside rooms. Suitable for installation on top of a
hydronic or electric underfloor heating system. Installation by gluing to the subfloor. Pre-coated with
varnish or oil and ready for use immediately after installation.

3. Manufacturer:
TOW Barlinek Invest

21034 Winnica, Czechowa 7W, Ukraine
4. Authorised representative: not applicable
5. System(s) for assessment and verification of constancy of performance: 3
6. Harmonised standard: EN 14342:2013
The following notified bodies:

1) Instytut Technologii Drewna w Poznaniu [Wood Technology Institute in Poznan], Winiarska 1, 60-654

Poznan Notification number: 1583
2) Instytut Techniki Budowlanej w Warszawie [Building Research Institute in Warsaw], Filtrowa 1, 00-611

Warszawa Notification number: 1488
performed type examination according to system 3 and issued type examination reports.

7. Declared performance:

Essential features Performance Harmonised technical
» specifications
Reaction to fire Dfl - s1
Minimum density 500 kg/m’
Minimum thickness 14mm
Formaldehyde emissions E-1 EN 14342:2013
Pentachlorophenol emissions NPD
Thermal conductivity 0.14 W/mK
Slip NPD
Biological stability NPD

8. Relevant or special technical documentation: Product technical specifications

The performance of the above-described product corresponds to the declared performance. This declaration of performance has been issued in

accordance with Regulation (EU) No. 305/2011 under the sole responsibility of the said manufacturer.

Signed on behalf of the manufacturer:

Winnica, 20.12.2017

(place and date of issue)
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